THEATER EQUIPMENT

                                                          2003. 9. 29.

Motorized Safety Curtain
  -. Zetex : asbestos-equivalent fabric

  -. Service Temperature  1095 degrees C. for(1) hour

Motorized Recital Wall
  -. Thickness 190mm(65mm decoration, 125mm Frame)

  -. Lighting : Six(6) Side Illuminating Fiber Optic Lighting Instruments

  -. Speed 7m/min 

Manually Operated Counterweight Lineset System
  -. 74 manually operated counterweight lineset on 150mm centers

  -. Maximum Payload Per Lineset 650Kg/1432 lb

  -. Truss Batten Length 19200mm with adjustable batten extensions of 750mm each

Motorized Grand Drape Rigging System
  -. Vertically Operated / Horizontally Operated

  -. Vertical Speed 2000mm/second (Highest Speed)
  -. Horizontal Speed 1750mm/second (Highest Speed)
Motorized Spotline Rigging System
  -. Six(6) 909Kg Variable Speed Drum winches

  -. Variable speed 0 to 1500mm/sec

Supplementary Stage Equipment
  -. Rope Rigging Equipment is portable, demountable equipment for manual rigging applications 

  -. 2Ton capacity Trolley-mounted Chain Hoists at Grid Level

  -. Davits and 1Ton Chain Hoist is located in the portable dimmer rack gallery
  -. Portable Chain Hoist : 1 Ton CM Motor 4ea (4Way Control – 200v 60Hz 3Phase),
                           60’(18m) Chain Lift

Concert Ceiling & Towers
-. The concert Towers are steel, plywood, and glass fiber structure used to form an acoustical  enclosure for

 orchestral and other musical presentations. 

     * Size : H 8000mm * W 2400mm

  -. The 11 Concert Towers are air castered for manual opration.

  -. The 5 Demountable Concert Ceiling Sets are suspended from counterweight linesets.

     * Weight : no more than 680Kg

     * Set Size : 19200mm * 1920mm

Forestage Lift
  -. Speed : approximately 2.0m/min

  -. Capacity : Static Load Capacity 750Kg/㎡, 28,500Kg/Lift

                     Lifting Load Capacity  365Kg/㎡, 13,870/Lift

  -. Typical Size 16800mm * 3100mm

Motorized Forestage Rigging System
  -. Maximum load : 1000Kg

  -. Speed : 8000mm/minute

Motorized Adjustable Proscenium Legs and Header
  -. Proscenium Size  : (W) 16400mm * (H) 12000mm  
  -. Retractable Legs width : 3000mm * 12000mm (Used Stage width : 12m~14m)
  -. Header Height : 19000mm * 4000mm (Used Stage Height : 7m~12m)
Stage Draperies And Concert Scrim
  -. Black Velour Border       : six(6) / (W) 19200mm * (H) 4000mm
-. Black Velour Leg          : twelve(12) / (W) 2000mm * (H) 12000mm
-. Black Velour Leg          : four(4) / (W) 4000mm * (H) 12000mm

  -. Black Velour Traveler     : two(2) halves / (W) 10800mm * (H) 14000mm, each half
  -. Lower Concert Scrims     : two(2) / (W) 12500mm   

  -. Upper Concert Scrims     : two(2) / (W) 12500mm 
 -. Black Theatrical(and Upstage Concert) Scrim : one(1) / (W) 19200mm * (H)14,000mm
 -. White Theatrical(and Upstage Concert) Scrim : one(1) / (W) 19200mm * (H)14,300mm

  -. Rear Projection Screen    : one(1) / (W) 15000mm * (H) 11000mm      

  -. Cinema Projection Screen  : one(1) / (W) 12500mm * (H) 11000mm

-. White Cyclorama           : one(1) / (W) 19200mm * (H) 14000mm
-. Black Cyclorama           : one(1) / (W) 19200mm * (H) 14000mm
  -. Grand Drape              : two(2) halves / (W) 11600mm * (H) 14000mm, each  half

CINEMA SYSTEM
  2   35mm Projector / Dolby Surround System  CP-500

ORCHESTRA
  100   Musician chair

  8     Bass chair

70    Music stand

  50    Music stand Light

7     Standing Riser (Signature)
  31    4'* 8' Seated Riser (height 20,40,60cm)
  6     4'* 6' Seated Riser (height 20,40,60cm)

  4     4'* 4' Seated Riser (height 20,40,60cm)

  1     Conductor System

MUSICAL INSTRUMENTS
  2    Grand Piano - Steinway & Sons ( D type)  

  3    Upright Piano - Young-Chang(local)   

  2    Grand Piano - Young-Chang

  1    Baby Grand Piano - Young-Chang(local)
DANCE INSTRUMENTS

10 Dance Bar
12   Dance Floor (Vario) : 1.6m * 18m * 1.2mm(t), Black & Gray

1 Portable Sprung Floor (Harlequin) – 12200mm(D)*18962mm(W)*42mm(t)
       ( Load Capacity 500Kg/㎡)

PORTABLE TURNTABLE SYSTEM

1 10800mm * 10800mm *165mm(t) - Disc R3500mm, Ring R5000mm
        : Wireless Controller System , Battery Charge System

